20A 120V DEDICATED
BRANCH CIRCUIT +/-—
2H#12#1#12GND 3/4"C.

TIME

). C |

CLOCK

BR CKT. NO. 1
BR CKT. NOQ. 2
BR CKT. NO. 35
BR CKT. NO. 4

11

. sliE

FIXTURES.

LIGHTING CONTACTOR +/-

~ | LIGHTING —?
CONTACTOR E e —— LIGHTING

=

120V COIL Q2) N.O. CONTACTS

N "NEMA 1 ENCLOSURE +f- ASCO NO. 917-12-20-3-1=C.

SITE LIGHTING CONTROL DIAGRAM

PROVIDE FIXTURES COMPLETE WITH ACCESSORIES TO MEET JOB CONDITIONS.
FIXTURE LAMPS
' DESCRIPTION MANUFACTURER & CATALOG NO. MOUNTING
TYPE
NO. | TYPE
RUUD NO. MACI410-D
g POLE MOUNTED LUMENEAR BACKLIGHT SHIELD SBL-12 ] 100W ettt ot s
W/ SINGLE HEAD-ROADWAY MOUNTED ON PS3S10CIBK /MH
(3") SQUARE STEEL POLE
WALL MOUNTED METAL i 70W
W AL M N RUUD NO. E8407-DBST a e WALL
TIMECLOCK TIMECLOCK TIMECLOCK ey
NO. CATALOG NO. LOCATION
i TORK NO. 7200ZL PROPOSED BUILDING CUNIRGES LI LN TUNIO DR
A% 120V MOTOR) ELECTRIC ROOM LC-1" +/- REFER TO
“SITE LIGHTING CONTROL DIAGRAM"
NOTES:

1. CONTRACTOR TO SUBMIT SIGN LIGHTING CUT SHEETS TO TOWN OF ACTON'S BLDG. COMMISSIONER FOR APPROVAL.

2. CONTRACTOR TO CONFIRM ALL ITEMS, SIZING, VOLTAGE (WHICH DETERMINES THE PHOTOCELL) AND THE COORD-
INATION OF INSTALLATION WITH THE LIGHTING MANUFACTURER, FPRIOR TO ORDERING.

3. ADDITIONAL SHEILDING SHALL BE COMPLETED FOR ALL LIGHTING, IF REQUIRED BY THE ACTON BUILDING COMM-
ISSIONER AND / OR OUTDOOR LIGHTING ADVISORY COMMITTEE.

1 1/2" EXTENDED MOUNT ARM

/
li

L .—— LIGHT FIXTURE

e

.8

o
T

MIN.

A DA
1 « e 4000 P.S.I. CONCRETE

12" (5Q.) HOUSING

FLUSH HANDHOLE COVER

y oo e —e——dP] ' PVYC CONPUITS {1 FOR

, =L GROUND WIRE)
(5 =|v__j”1ff.' 7\ BASE COVER

= ;(//—— Y GUUARE STEEL . LiGwT
© W i} POLE (P1 MOUNTING TYPE)
5
S

1" CHAMFER

||U|||[‘f"“‘“*=~— BOLTS LOCATED ON A

19" BiA; BOLT CIRCLE

PRl 2" CLEAR COVER TO TIES
: lﬁﬁ}!;iﬁ["éé/ﬂmw GRADE -

Ay 5
G LefR st S
) A A \@
% . H]‘?;II_]LA_'-{?,}%g% ANCHOR BOLTS PER

(PLANTING BED OR LAWN)

FOLE MANUFACTURER,
(MINIMUM 36" LONG)

a‘o Sog
% %—(6] #5 VERT. REBARS WITH
1. [&A3 #3 TIES @ 10" 0.C.
S = nhm
TS 3/4" X 10' COPPERWELD GROUND
== --?%—ROD BY ELECTRICAL CONTRACTOR
G, 8 - e (CONFIRM CONDUIT LOCATION)
- 25505 |Tob, 88 o B0, 45180807
N R %:ng%’aggvgﬁg%’og%&NCOMPACTED GRADED GRAVEL
3 lﬂ—lﬁF:n?-"—-iﬁ[‘hw ===
El= === =
T T T T T ——— COMPACTED  SUBGRADE
5! 1-6" DIA.
(MIN.)

NOTES:

l. ALL OUTDOOR LIGHTING SHALL CONFORM TO THE ACTON ZONING BYLAWS (SECTION 10.4.3.2).

COORDINATE ALL

LIGHTING WITH THE TOWN OF ACTON'S BUILDING COMMISSIONER AND OUTDOOR LIGHTING ADVISORY COMMITTEE,

ALL LIGHT POLES SHALL BE 3' MINIMUM FROM THE

NOUANUN

PROVIDE NINE (9) EXTERIOR WALL MOUNTED LIGHTS,

TO BE BY: RUUD LIGHTING - MODEL NUMBER AS SHOWN IN TABLE OR APPROVED EQUAL.

A 'FULL CUTOFF! TO COMPLY WITH ZONING BYLAWS,

&. COORDINATE PROPOSED CONSTRUCTION WITH EXISTING CONDITIONS.

FOOTING SHOWN ABOVE SHALL BE SIZED BY STRUCTURAL ENGINEER.
LIGHT POLES ANE FIXTURES TO BE AS LISTED IN THE ‘LIGHT FIXTURE SCHEDULE'
COLOE & FINISH SELECTION OF POST & FIXTURE TG BE BLACK.

SUPPLY PROJECT ENGINEER WITH SAMPLE.
EDGE OF PAVEMENT.

S0IL BEARING CAPACITY ASSUMED TO BE 4000 PSF MINIMUM.

WALL PACK LIGHTING
LIGHTING TO HAVE
COORDINATE LOCATIONS WITH ARCHITECT.

ALL WORK SHALL CONFORM TO ALL LOCAL

AS LOCATED ON THE "SITE PLAN"

AND STATE REGULATORY AGENCIES AND UTILITY COMFANY REQUIREMENTS.

9. SUBMIT SHOP DRAWINGS, CUT SHEETS AND / OR MANUFACTURER'S LITERATURE TO PROJECT ENG. FOR AFPPROVAL.

LIGHT FOLE & FOOTING

N.T.5.

MAINTAIN ORIGINAL
GRADE OF PLANT
AFTER TRANS-
PLANTING OR SLIGHTLY
KAISED, SET SHRUB
PLUMB ON FIRM SO0IL,

BARK MULCH (3"DEFPTH)

SAUCER CAFPABLLE OF
HOLDING 3" OF WATER.

FINISH GRADE

CUT AND REMOVE
BURLAP FROM TOP
/3 OF REOT BALL

PLANTING SOIL MIX:

4 PARTS TOPSUI. &
1 PART PEAT MOSS,

EXISTING SUBGRADE

"
i i ]
L A A A LA
§ ’) I(”(’/’ 7 /74
I,
)
)
2'-Q" ROOTBALL 2=
(DIA. VARIES
L]
NOTES:

I. REMOVE TOP 1/3 OF BURLAP FROM ROOTBALL.
2, SET ROOT CGROWN 1" ABOYE FINISH GEADE.
3. NEW SHRUB BEDS TO HAVE A MINIMUM 1* DEPTH OF TOPSOIL.

SHRUB FLANTING DETAIL

N.T.S.
ACCESSIBLE
PARKING
RETAINING WALL
& 5 “
o
3'x 3" GALVANIZED y _
TUBE STEEL POST I S ol
WITH WELDED VAR S TR
CLOSURE PLATE /e\T(“‘”:'E"““"IE i O Q|
TOP (MISC. METALS) =1 E -
_\ =| O m
FINISH GRADE 40 '
(LAWN/ MULCH) —he LI ey
_J\r_ % 6 " 9:_0:: Al 9|_O1| -;_ A
ESASBEDEEDBE.. 3|3 (TYP.) (TYP.)
INTO CONCRETE TR s COIIN - . S ©
FOOTING ! e (TYP.) 19
= i i Tl e
12" DIA. e \\ &
CONCRETE e 5 p 5
FOOTING—\" g e he =
F il b o 0 o 0 O =
*%K ¥ 24| 2 Ef
ST =5 B
. '-DA': i l____‘Z 0
I b — O
_ -t g ] m W
NOTES' i _." i BIT. CONC. BERM

. SHOP DRAWINGS TO BE SUBMITTED TO

PAINTED PARKING

ENGINEER, FOR AFPROVAL.

2. HANDICAP SIGN SHALL COMPLY W/ ALL
LOCAL, STATE & FEDERAL KEGULATIONS,

oL AUES IR

HANDICAP SIGN

N.T.S

PLANTING NOTES:

N5,

e

GENERAL GUIDELINES TO STAKING IF REQUIRED.
CONFRIM WITH LANDSCAPE ARCHITECT. |IF THE
MAIN BTEM DROOFS, FLACE SUPPORT' TIES ABOUT
6" ABOVE THE POINT WHERE THE TOP CAN STAND
UP ON ITS OWN. KEEP TIES LOOSE AND AVOID
BARK DAMAGE. ALLOW SLACK FOR THE TOP TO
SWAY. AVOID ROOT DAMAGE BY STAKES. REMOVE
SUPFORT TIES AFTER ONE DE TWO YEAES,

GUY STARE & 2,08
3 PEE (TEEE A1
EQUAL RADIAL
SPACING. EXTEND
STAKES INTO
UNDISTURBED SOIL.

MAINTAIN ORIGINAL
GRADE OF PLANT
AFTER TRANSPLANTING.
SET TREE PLUMB,
SEE NOTE #2 BELOW.

GUY WIRE &
TURNBUCKLE OR
TIGHTENING DEVICE

Ll e e e S A,
J
[
jus)
Juy]
M
o
-
%O
2%
U
%

e
——
—_
e
P4 e’
—
=
e
e,
it
——,
A
3
Y N
¥
&2
£
H
3

BARK, MULCH (3" DPEPTH)
KEEP AWAY FROM TRUNK.

SAUCER. CAPABLE OF
HOLDING 6" OF WATER.

6" MULCH BERM

PLANTING SOIL MIX:
4 FARTS TOFaDll. &
I PART FPEAT MOSS,
OPTIONAL: ADD 20
10 30% COMFOST BY

VARIES
i
:
NN
|

VOLUME.
EXISTING SUBGRADE
FINISH GRADE
REMOVE BURLAFP & ROPE
{ FROM TOP 1/3 OF ROOTBALL.
CUT WIRE BASKET AWAY FROM
) Tdr & SIPES OF ROUT BALL.,

MIN.

SET ROOT BALL ON
UNDISTURBED SOIL OR
COMPACTED PEDESTAL.

——

[ WIDTH OF PLANTING HOLE
IS 3 TIMES ROOT BALL DIA.

NOTES:
L GUY WIRES SHALL NOT ABRADE BREANCHES.

2. TRUNK FLARE AND TOP OF ROOT BALL SHOULD BE AT GRADE
IN POORLY DRAINED S5O0ILS.

INCHES ABOVE GRADE

N HIGHLY COMPACTER S0l
2 TIMES THE EOOT BALL
| DIA. MIN. IN ALL OTHERS.

IN WELL DRAINED S80I, UP 10 .4

3. FPACK BACKFILL SO0IL AROUND BASE OF ROOT BALL TO STABILIZE: ALLOW REST OF BACKFILL TO

SETTLE NATURALLY OR TAMP 1LIGHTLY,

4, DURING PLANTING, BARE ROOTED TREES CAN BE DIPPED
WATER AS REQUIRED TO MAINTAIN MOISTURE AND

IN WATER-ABSORBING POLMERS.

INSURE TREE HEALTH AND GROWTH.

5. PROPERLY PRUNE OUT DEAD OR BROKEN LIMBS, OR THOSE THAT RUB. DO CORRECTIVE PRUNING

FOR GHAPE THE SECOND YEAE,

6. AVOID FERTILIZING SHADE TREES UNTIL LATE SPRING OF THE SECOND YEAR FOLLOWING PLANTING.

TREE PLANTING DETAIL

N T5;

PLANT. LIST:

.  THE LANDSCAPE CONTRACTOR SHALL VERIFY LOCATIONS OF ALL UTILITIES PRIOR

TO STARTING CONSTRUCTION.

CALL DIG-SAFE (1.800.344.7233).

TREES AND SHRUBS

COMMON NAME

olZE MATURITY

2. THE LANDSCAPE CONTRACTOR SHALL SUPPLY ALL PLANT MATERIALS IN QUANTITIES RLY: ool - BOTANICAL. NAME
SUFFICIENT TO COMPLETE ALL PLANTING SHOWN ON THIS DRAWING. 4 ABP  Azalea 'Blaauw's Pink'

3. ALL PLANT MATERIALS TO CONFORM TO GUIDELINES ESTABLISHED BY THE AMERICAN 4 GTS Gleditsia triacan. 'Shademaster
STANDARD FOR NURSERY STOCK PUBLISHED BY THE AMERICAN ASS0C. OF NURSERYMAN, 47 FAD Forsythia x 'Arnold Dwarf'

4, ALL PLANT MATERIALS TO BE SELECTED BY THE LANDS. CONTR. AT THE NURSERY. o FP Fraxinus pennsylvanica

5. IF THE PLANT LIST DOES NOT AGREE WITH THE PLANTING PLAN, THE PLAN SHALL 49  JCS TJuniperus chinensis 'Seagreen'
BE FOLLOWED. 24 . PF Pieris floribunda

6. THE LANDSCAPE CONTRACTOR SHALL GUARANTEE ALL PLANT MATERIALS FOR ONE (1) 4 SBA Spirea buma. 'Anthony Waterer'
YEAR FOLLOWING INSTALLATION. 9 VD it b GeL b A, o

7« Akl PLANT BERS 10" RELENE ThEEE
SAMPLE FOR APPROVAL OF OWNER.

&, AL
SEE PLANTING DETAILS FOR TOPSOIL DEPTH.
RANGE OF pH 5.6 - 6.5.

INCHES

(3" OF SHREDDED BARK MULCH; SUPPLY

INDIVIDUAL PLANTING BEDS / PITS TO HAVE A MINIMUM 12" DEFTH OF TOPSOIL.

ALL TOFSGIL SHALL HAME AN ACIBITY

FERTILIZE ACCORDING 10 SOIL TEST RECOMMENDATIONS

AND PRIOR TO SEEDING AND / OR LAYING SOD.

9. ALL LAWN AREAS SHALL HAVE A MINIMUM 6"
AREAS NOT DESIGNATED AS FPAVING OR PLANTING AREAS SHALL BE LAWN AREA.

10. NO SUBSTITUTIONS OF PLANT MATERIALS SHALL BE ALLOWED WITHOUT APPROVAL O
THE OWNER AND / OR LANDSCAPE ARCHITECT.

DEPTH GF TOPSOIL.,  ALL DISTURBED

1.  PLANTING PLAN TO BE REVIEWED BY TOWN OF ACTON AND / OR LANDSCAPE
ARCHITECT PENDING SITE DEMOLITION & CONSTRUCTION,

12. ALL PLANT MATERIALS AND LAWN AREAS SHALL BE MAINTAINED MOIST TO INSURE

PLANT HEALTH AND GROWTH.

200 SQ.FT. Blueberry Sod (12" Wood stakes as reqg'd. to anchor sod.) 18" Wide Rolls

‘Blaauw's Pink' Azalea & — 24" hi, 4 bt
'Shademaster' Honey Locust 2
'Arnold Dwarf' Forsythia

2 = & ieal 400 #t,
2 — 3 spresd 3 ntb

'Patmore' Green Ash i V2 — 2% egl. 50 nl.
‘Sea green' Juniper & = 24" spd, . S0 Spd
Mountain Andromeda & — 24*% ht. 4t
'‘Anthony Waterer' Spirea B = 24" ht, R e
Arrowwood Viburnum 2 - 3 ht, &' nht,
G={2" nt.
SITE DETAILS = -SHEET 'S

40 SUDBURY ROAD
(FORMERLY 65-71 POWDER MILL ROAD)
ACTON, MASSACHUSETTS 01720

PREPARED FOR:

A

G OLD MILL DEVELOPMENT TRUST
5, 6 PROCTOR STREET ACTON, MA 01720
_-?é* -;5:%';-, NOT TO SCALE DATE: DECEMBER 4, 2003
f= vt | 4 [1/17/03|BRD. OF SELECTMEN, TOWN REVIEW | = Since 1967 <
28 oo iR TOWH MOTNEY REVIEY ACTON SURVEY & ENGINEERING, INC.
'-';_a% 4’0 1‘@‘@' 2 |6/9/99|SITE PLAN COMMITTEE COMMENTS 97 GREAT ROAD = P.O. BOX 666 = ACTON, MA 01720
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